
GMX-W1 超音波ワイヤスプライサ
Branson GMX-W1 は、人間工学に基づき設計され、優れた操作性
でワイヤを素早く確実に接合する、ワイヤ専用接合システムで
す。��品は小型軽量設計で、インライン上で使用するポータブ
ルユニットとして最適です。

主な機能�
•  22 インチ静電容量式タッチスクリーン による高速応答時間
•  ユーザーフレンドリーなHMI

- 使いやすい直感的なインターフェース
-  スプライス、シーケンス、およびハーネスボード用に最適化
された生産機能

- 複数のユーザレベルおよびアクセス管理
- 統計評価に役立つトレーサビリティとログファイル

•  人間工学的設計 － 様々なアプリケーションでの使いやすさと
柔軟性

•  LED カラーステータスインジケータ による、マシンステータス
とスプライス品質のリアルタイムモニタリング

•  照明付き接合エリア によりパーツの装填が容易

•  最大 40 mm² の断面積のワイヤを接合可能 

•  0.13 mm² の断面積のワイヤ接合にも対応

その他の特長�
•  自動校正機能 により、起動時に素早く簡単に自動校正が可能
•  ネットワーク接続 

-  MES（生産実行システム）への直接接続、またはサードパー
ティサプライヤ経由で接続

- KSK ネットワークとの互換性
-  シュリンクチューブ機器（Raychem）とのインターフェース
を利用したデータ交換および制御

•  CE および FCC 認証 － ワールドワイドな適合性

GMX-W1



GMX-W1

オプション：
•  インラインワイヤカッターモ
ジュール

• バーコードスキャナ
• 作業台
•  インライン用クレードル

用途および産業分野*
超音波ワイヤスプライシング技術
は、高い信頼性を求める自動車や
機械、家電、およびその他の産業
で幅広く使用されています。超
音波によるスプライシングは、か
しめ、はんだ付け、抵抗溶接よ
り優れた電気的接合性能を提供し
ます。また、消費電力を節減し、
ツール寿命が長いという利点があ
ります。一般的な用途としては、
銅撚線端部の接合と固化に使用さ
れています。

GMX-W1

Metal Welding

Features and Advantages

• CE and FCC Certifications

     Worldwide conformity

• Ergonomics Design

     The actuator design provides optimum      

     ergonomic conditions allowing for ease of use and 

     flexibility for different applications needs 

• LED Color Status Indicator

     Real time monitoring of machine status and splice  

     quality visually

• 22" Capacitive Touchscreen

     Capacitive touch screens are more responsive

• Automatic Calibrations

     Automatic self-calibration for quick, easy calibrations

• Network Connectivity

     - Interface to MES (Manufacturing Execution System)      

       directly or via third party suppliers 

     - KSK network compatibility

     - Interfaces with shrink tube equipment (Raychem) for 

        data exchange and control

• User Friendly HMI

     - User friendly intuitive interface

     - Optimized production capability for splicing,  

        sequencing and harness boards

     - Multiple user level and access management

     - Traceability for statistical evaluation and log file

Frequency
Power output

20kHz
4,000W
200~230V single phase, 25A max
5.5 bar (80psi) clean, dry air
1.05~40mm²*
22kg

Power supply
Pneumatic
Cross section
Actuator weight

Notes:
- Cross sections outside of this operating window may be possible, please contact Branson for consultation.
- This product is designed for copper wire harness. Although other materials may be possible, customers are responsible for testing and qualification of these additional 
materials.

Americas
Branson Ultrasonics Corp. 
41 Eagle Road 
Danbury, CT 06813-1961 
T: 203-796-0400 
F: 203- 796-9838
www.Emerson.com

Europe
Branson Ultraschall 
Niederlassung der Emerson
Technologies GmbH & Co. OHG
Waldstrasse 53-55 
63128 Dietzenbach, Germany 
T: +49-6074-497-0
F: +49-6074-497-199
www.Emerson.com    

Asia
Branson Ultrasonics (Shanghai) Co., Ltd.
758 Rong Le Dong Road
Song Jiang, Shanghai, PRC, 201613
T: 86-21-3781-9600
F: 86-21-5774-5100
www.Emerson.com 
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DimensionSpecifications 寸法

仕様

周波数 20kHz

出力 4,000 W

供給電源 200~230V単相、最大25A 

空気圧 クリーンドライエアー 5.5 bar（80 psi）

アクチュエータ重量 22kg

* 本製品は銅線スプライシング用に設計されております。銅線以外の材料についてはお問い
合わせください。
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日本エマソン株式会社 ブランソン事業本部   www.emerson.co.jp/ja-jp/automation/branson
〒243-0021 神奈川県厚木市岡田 4-3-14   TEL : 046-228-2881  FAX : 046-228-8992

仙台営業所 〒980-0811 仙台市青葉区一番町 1-16-23  一番町スクエア2F TEL : 022-738-8391 FAX : 022-738-8395
東関東営業所 〒336-0926 さいたま市緑区東浦和 2-18-7  TEL : 048-638-1600 FAX : 048-638-1601
西関東営業所 〒243-0021 厚木市岡田 4-3-14 TEL : 046-229-2151 FAX : 046-229-2021
名古屋営業所 〒485-0826 小牧市東田中 2100 TEL : 0568-41-5411 FAX : 0568-41-5410
大阪営業所 〒556-0016 大阪市浪速区元町 3-3-3 TEL : 06-6636-7601 FAX : 06-6636-7602
広島営業所 〒733-0812 広島市西区己斐本町 1-2-7 TEL : 082-272-2716 FAX : 082-272-3797
福岡営業所 〒812-0008 福岡市博多区東光 1-3-8  第13博多東 lR.BLD TEL : 092-473-8292 FAX : 092-473-8446
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https://www.emerson.co.jp/ja-jp/automation/branson

